
 

  

REQUIRED SEDIMENT CONTROLS 

• Perimeter Controls 

• Concrete Washout 

• Paint Washout 

• Debris Confinement 

• Graveled Drive 

• Good housekeeping 

• Site address 

 

GRAVEL DRIVE REQUIREMENTS 

• Use rock that is 2 inches or greater in 

size. 

• It shall extend a minimum of 20 ft. 

from the curb/street. 

DEBRIS CONFINEMENT 

• Install a trash container on site. 

• All containers must have lids. 

• Can be comprised of trash bins, trash 

cans, or dumpster, etc. (Anything 

smaller then a bin, or dumpster, 

must have lids and be tied and 

staked down. 

• All debris containers shall remain 

covered at all times. 

FILTER SOCK INSTALLATION 

REQUIREMENTS 

• Composed of compost or wood 

mulch. 

• Stake every 3 ft. unless in a high flow 

concentrated area, then the staking 

distance is every foot. 

• When used as a perimeter control, 

the size shall be determined by the 

steepness of the slope. 

 

SILT FENCE INSTALLATION 

REQUIREMENTS 

• Install parallel on the lower contours 

of site with the ends extending 

upward, creating a J-Hook, thus 

containing and allowing water to 

pond behind fence. 

• Entrench 6-8 inches deep. 

• Stake every 3 ft. unless in a high flow 

concentrated area, then the staking 

distance is every foot. 

• Overlap sections of silt fence leaving 

no gaps between fences. 

STOCKPILES 

• Sediment controls may need to be 

installed around its perimeter. 

• DO NOT locate near any down slope, 

street, driveway, street/road, ditch, 

waterway, basin, stream, pond, lake, 

and/or wetland. 

• If stockpiles are inactive, for more 

than 14 days, temp seeding and 

mulching practices shall be 

implemented. 

 

CONCRETE WASHOUT 

REQUIREMENTS 

• Must be located within the lot’s 

perimeter controls, on level ground, 

and accessible from a hard surface. 

• May be constructed with a double 

layer of 12-18 inch filter sock with (2) 

layers of 6 mil plastic. 

• If using a concrete bag, it must be 

staked and tied up. 

 

ALTERNATE PERIMETER CONTROL 

REQUIREMENTS 

• Compost Berm: 3ft. base x 1 ft. width 

at top x 1ft. height. 

• Vegetative buffer strip: 20 ft. wide 

and a minimum of 6 inches in height 

on slopes less than 6% in height. 

• Wattles on slopes less than 6% (Must 

be approved by a City Official).  

 

PORT-A-JOHNS 

• Shall be located on level area within 

the perimeter controls. 

• Must be secured with 18 inch stakes 

(minimum). 

• DO NOT locate on or near storm 

sewer intakes. 

RESOURCES 

• www.iowastormwater.org 

• www.iowadnr.gov 

• Hiawatha Storm Water Hotline:  

(319) 393-1515 ext. 229 

 

GOOD HOUSEKEEPING: 

Maintain/replace damaged sediment 

controls, cleanup sediment that has been 

carried off site by vehicles and/or storm 

water runoff.  

 

 

PAINT WASHOUT 

• Must be located within the lot’s 

perimeter controls and placed on 

level ground. 

• Shall be secured. 

 

REQUIRED INSPECTIONS  

• Weekly  

• After each significant storm event 

• Documentation shall be available 

within 2 hours of request.  

http://www.iowastormwater.org/
http://www.iowadnr.gov/
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